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Nematron Pro™ 
Industrial 4:3 Touchscreen Panel Computer 
Family 
The Nematron Pro Industrial 4:3 Touchscreen Panel Computer Family is built 
for mission-critical and hazardous environments requiring certified reliability. 

Available in 12″ to 19″ models, these PCs combine resistive-touch durability 
with 11th Gen Intel® Core™ or Celeron® processing for robust performance. 

Encased in impact-resistant aluminum or stainless-steel housings, each unit is 
certified to Class I, Division 2, ATEX, and IECEx standards. 

The Pro Series is designed for long life and field adaptability, and it can be customized to meet specific technical or 
environmental requirements. 

TECHNICAL SPECIFICATIONS 
Processor Intel® Celeron® 6600HE, Intel® Core™ i7-11850HE 
Memory 8GB, optional 16GB / 32GB / 64GB 
Storage 256GB SATA SSD, Optional 512GB or 1TB SSD 
Operating System Windows 10 Enterprise IoT 2021 (64-bit), Windows 11 IoT 2024 (64-bit), None 
Screen Size 12", 15", 17", 19" 
Screen Type LED 
Aspect Ratio 4:3 
Resolution 12" |800×600, 15" |1024×768, 17" |1280×1024, 19" |1280×1024 
Brightness 12" |500-nit, 15" |400-nit, 17" |350-nit, 19" |300-nit 
Touchscreen Type Resistive Touch 
Dimensions 12" |10.47” x 12.9” x 3.42” (266.1mm x 327.7mm x 86.75mm) 

15" |12.80” x 15.80” x 2.65” (325.1mm x 401.3mm x 67.3mm) 
17" |14.48” x 17.14” x 3.10" (367.8mm x 435.4mm x 78.7mm) 
19" |15.70” x 18.66” x 3.25” (398.8mm x 474.0mm x 82.6mm) 

TPM 2.0 
Weight 12" |10.5 lbs. (4.76kg), 15" |15.0 lbs. (6.8kg), 17" |19.0 lbs. (8.63kg), 19" |22.5 lbs. (10.22kg) 
I/O (1) HDMI Port, (2) USB 2.0, (4) USB 3.0, (2) RS-485/422/232, (2) Display Port 1.2a, (2) Ethernet

10/100/1000 Ports
Fan or Fanless Fan 
Operating Temperature 0°C to 50°C (32°F to 122°F) 
Power DC or AC power 
Enclosure Impact resistant Aluminum or Stainless Steel, IP66 Rated 
Cutout Dimensions 12" |9.70" x 12.13" (246.25mm x 307.98mm), 15" |12.03" x 15.03" (305.44mm x 381.64m) 

17" |13.71" x 16.38" (348.11mm x 415.93mm), 19" |14.93" x 17.67" (379.10mm x 454.82mm) 
Cutout Depth 12" |3.928" (97.23mm), 15" |4.078" (103.58mm), 17" |4.078" (103.58mm), 19" |4.078" (103.58mm) 
Mounting Options VESA 100mm x 100mm 
Warranty 2 years (included), 3 years (optional) 
Certifications/Ratings FCC/CE/UL 61010/C1D2, ATEX and IECEx 


